CAB8104 and CABCC-0063 Cable Assembly Specification

NOTE
This manual is a controlled document. It has been classified as such in order to ensure that concerned
parties have access to the most current information. Up to date copies are available from the Document
Coordinator at Connect Tech Inc.
DO NOT REPRODUCE THIS MANUAL IN WHOLE OR IN PART
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2 Document Control

This specification is a controlled document. All issuance’s and amendments will be controlled as per
CTIQ-20003, Document control.

3 Revision History

Rev | Date Author Description
0.00 |Jan 182001 Karl M e Original document created
0.01 | Jan 252001 Karl M e Corrected references from CAB08104 to CAB8104.

4 INTRODUCTION

The purpose of this document is to act as a specification for CABCC-0063 (CTIC-00039) and the
CAB8104 (CTIC-00014).
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5 Physical Specifications

5.1 Overall View CAB8104
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5.2 Overall View CABCC-0063
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5.3 Cable Pinouts

IDC HDR | Port# 9D Pin # IDCHDR | Port# 9D Pin #
PIN # PIN #

1 A 1 21 C 1
2 6 22 6
3 2 23 2
4 7 24 7
5 3 25 3
6 8 26 8
7 4 27 4
8 9 28 9
9 5 29 5
10 -- 30 --
11 B 1 31 D 1
12 6 32 6
13 2 33 2
14 7 34 7
15 3 35 3
16 8 36 8
17 4 37 4
18 9 38 9
19 5 39 5
20 -- 40 --

5.4 Assembly Notes

1. Cable assembly consists of one...

CTIC-00014 (Rev 0.01 )for the CAB8104
CTIC-00038 (Rev.0.01) for the CABCC-0063

2. Cable must be labeled with a wrap around wire marker as follows

Cable

CAB8104 CABCC-0063

Label

CAB8104 CABCC-0063
Rev: 0.01 Rev: 0.01

Place the label around leg A.

6 Test Procedure

No testing required. We will rely on the Certificate of Compliance for this product
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