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ASSEMBLY & TEST PROCEDURE:

0.01CTIC-00488

CBG130

MF

Dual USB2.0 to MiniTek 2x10

2017-07-05

ECN DATE APPROVEDREV.

REVISIONS

DESCRIPTION

2013-11-040.00 Initial

2017-07-050.01 Assembly site changed

FCI
MiniTek 20-pin

Active Latch Housing
10073599-020LF
crimps: 77138

Assembly Notes

Pinout Information
USB Connectors Signal 20-pin MiniTek

USB 2.0

Wire Color

- NC CN3-1

CN2-1 P2-VBUS CN3-3 Red

- NC CN3-5

- NC CN3-7

- NC CN3-9

- NC CN3-11

- NC CN3-13

CN2-4 P2-GND CN3-15 Black

CN2-2 P2-D- CN3-17 White

CN2-3 P2-D+ CN3-19 Green

CN1-1 P1-VBUS CN3-2 Red

- NC CN3-4

- NC CN3-6

- NC CN3-8

- NC CN3-10

- NC CN3-12

CN1-4 P1-GND CN3-14 Black

CN1-2 P1-D- CN3-16 White

CN1-3 P1-D+ CN3-18 Green

- NC CN3-20

2 x USB 2.0 Type A
Female w/ Panel Mounts 

and screws (Socket)

Heat Shrink

CBG130
CTIC-00488
Rev 0.01

Label

300 mm 10 mm

USB 2.0 Cable

41 2 3

CN1

CN2
CN3

USB 2.0 Cable

PN: see BOM for current
supplier

1. Cable is made from RoHS compliant components, must be 
USB 2.0 compliant and 26-30 AWG
2. Both Signal Pairs D-/D+ must be twisted pair, 90ohm 

differential impedance
3. USB sockets must be USB 2.0 Type A Female
4. FCI  must be used; along with required 

crimps 77138
10073599-020LF
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INTERNAL NOTE: CN3 numbering intentionally does not match PCB numbering
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