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ASSEMBLY & TEST PROCEDURE:

0.07CTIC-00461

CBG145

TC/JW

HDMI Female to FCI Minitek 20P 

2021-12-01

ECN DATE APPROVEDREV.

REVISIONS

DESCRIPTION

Assembly Notes

1. Determine which Raw Cable Variant you have
 a. Verify UL/CSA Text Matches Drawing
 b. Check Connectivity of Pairs 1, 2, 3 to Validate Colours
2. Cable is made from RoHS compliant components, must be HDMI compliant and wires must be 26-30 AWG
3. P1- Any HDMI Female Panel Mount connector/cable equivalent can be used including:
 - Startech PN: HDMIPNLFM3 << Preferred Cable (Colour Matching on Left)
 - Adafruit PN: 978
 - Cable Leader PN: HM112-1203
 - L-com PN: PMHDMF-0.5
3. P2 - Must use a FCI PN:  along with required FCI crimps PN:7713810073599-020LF connector,
4. Two twists per pair are required at P2 end of cable

Pinout

CBG145
CTIC-00461
Rev 0.07

Label

P1 (19P HDMI F) P2 (20P MINITEK)

325mm

HDMI Female
Panel Mount Connector

heat shrinkHDMI CableLabel

1 2

19 18

CBG145
CTIC-00461
REV 0.05

HDMI Cable Instructions - 4 Pair Cable

Ll84201 CSA TYPE CMG FT4 COPARTNER
oAWM 20276 80 C 30V VW-1

High Speed HDMI Cable

CN1 Wire CN2

1 Red 1

3 White  (Red Pr) 3

2 Black (Red Pr) 5

4 Brow n 7

6 White  (Brow n Pr) 9

5 Black (Brow n Pr) 6

7 Green 13

9 White (Green Pr) 15

8 Black (Green Pr) 11

10 Blue 2

12 White (Blue Pr) 4

11 Black (Blue Pr) 12

16 Pink 8

15 Grey 10

17 Yellow 16

19 Red 14

13 N/C 17

14 N/C 18

18 Orange 19

Orange 20

FCI MiniTek 20-pin
Active Latch Housing

10073599-020LF

0.03

0.04

0.05

Fixed Label Details on Cable

Added New Cable Variants

Updated Cable C Variant

TC

TC2017-09-12

2021-02-08

2016-03-11

JW

0.06 Updated Cable D Variant 2021-11-02 JW

0.07 Updated Cable E Variant 2021-12-01 JW
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ASSEMBLY & TEST PROCEDURE:

0.07CTIC-00461

CBG145

TC/JW

HDMI Female to FCI Minitek 20P 

2021-12-01

ECN DATE APPROVEDREV.

REVISIONS

DESCRIPTION

Assembly Notes

1. Determine which Raw Cable Variant you have
 a. Verify UL/CSA Text Matches Drawing
 b. Check Connectivity of Pairs 1, 2, 3 to Validate Colours
2. Cable is made from RoHS compliant components, must be HDMI compliant and wires must be 26-30 AWG
3. P1- Any HDMI Female Panel Mount connector/cable equivalent can be used including:
 - Startech PN: HDMIPNLFM3 << Preferred Cable (Colour Matching on Left)
 - Adafruit PN: 978
 - Cable Leader PN: HM112-1203
 - L-com PN: PMHDMF-0.5
3. P2 - Must use a FCI PN:  along with required FCI crimps PN:7713810073599-020LF connector,
4. Two twists per pair are required at P2 end of cable

Pinout

P1 (19P HDMI F) P2 (20P MINITEK)

325mm

HDMI Female
Panel Mount Connector

heat shrinkHDMI CableLabel

1 2

19 18

CBG145
CTIC-00461
REV 0.05

HDMI Cable Instructions - 5 Pair Cable A

CN1 Wire CN2

1 Brow n 1

3 White  (Brow n Pr) 3

2 Black (Brow n Pr) 5

4 Green 7

6 White (Green Pr) 9

5 Black (Green Pr) 6

7 Red 13

9 White  (Red Pr) 15

8 Black (Red Pr) 11

10 Blue 2

12 White (Blue Pr) 4

11 Black (Blue Pr) 12

16 White 8

15 Yellow 10

17 Black (Orange) 16

19 White (Orange) 14

13 (Orange) N/C 17

14 (Orange) N/C 18

18 Red 19

Red 20

FCI MiniTek 20-pin
Active Latch Housing

10073599-020LF

Ll84201 CSA TYPE CMG FT4
oAWM 20276 80 C 30V VW-1

High Speed HDMI Cable with Ethernet

0.03

0.04

0.05

Fixed Label Details on Cable

Added New Cable Variants

Updated Cable C Variant

TC

TC2017-09-12

2021-02-08

2016-03-11

JW

0.06 Updated Cable D Variant 2021-11-02 JW

0.07 Updated Cable E Variant 2021-12-01 JW
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HDMI Female to FCI Minitek 20P 
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ECN DATE APPROVEDREV.

REVISIONS

DESCRIPTION

Assembly Notes

1. Determine which Raw Cable Variant you have
 a. Verify UL/CSA Text Matches Drawing
 b. Check Connectivity of Pairs 1, 2, 3 to Validate Colours
2. Cable is made from RoHS compliant components, must be HDMI compliant and wires must be 26-30 AWG
3. P1- Any HDMI Female Panel Mount connector/cable equivalent can be used including:
 - Startech PN: HDMIPNLFM3 << Preferred Cable (Colour Matching on Left)
 - Adafruit PN: 978
 - Cable Leader PN: HM112-1203
 - L-com PN: PMHDMF-0.5
3. P2 - Must use a FCI PN:  along with required FCI crimps PN:7713810073599-020LF connector,
4. Two twists per pair are required at P2 end of cable

Pinout

P1 (19P HDMI F) P2 (20P MINITEK)

325mm

HDMI Female
Panel Mount Connector

heat shrinkHDMI CableLabel

1 2

19 18

CBG145
CTIC-00461
REV 0.05

HDMI Cable Instructions - 5 Pair Cable B

CN1 Wire CN2

1 Red 1

3 White  (Red Pr) 3

2 Black (Red Pr) 5

4 Brow n 7

6 White  (Brow n Pr) 9

5 Black (Brow n Pr) 6

7 Orange 13

9 White  (Orange Pr) 15

8 Black (Orange Pr) 11

10 Green 2

12 White (Green Pr) 4

11 Black (Green Pr) 12

16 Orange 8

15 Yellow 10

17 Black (Blue) 16

19 White (Blue) 14

13 (Red) N/C 17

14 (Blue) N/C 18

18 White 19

White 20

FCI MiniTek 20-pin
Active Latch Housing

10073599-020LF

oE238846(UL) TYPE CL2 75 C 28AWG ----
o oAWM 20276 80 C 30V VW-1 CSA223912 80 C 30V I/II A

RoHS COMPLIANT High Speed HDMI Cable with Ethernet
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Fixed Label Details on Cable

Added New Cable Variants

Updated Cable C Variant

TC

TC2017-09-12
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JW

0.06 Updated Cable D Variant 2021-11-02 JW
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CBG145
CTIC-00461
Rev 0.07

Label



Embedded Computing Experts

UNLESS OTHERWISE SPECIFIED: 
DIMENSIONS ARE IN METRIC (MM)

DRAWN DATE

CHECKED DATE

ENG APPR. DATE

MFG APPR. DATE

Q.A. DATE

NOT DRAWN TO SCALE

42 ARROW ROAD, GUELPH, ON, CANADA, N1K 1S6

TITLE

DOCUMENT NO. REV

PART NO.

THIS DRAWING AND SPECIFICATION SHOWN IS 
CONFIDENTAL AND IS THE PROPERTY OF CONNECT 
TECH INCORPORATED. IT IS NOT TO BE REPRODUCED 
OR COPIED OR USED AS A BASIS TO MANUFACTURE 
ANYTHING SHOWN WITHOUT PRIOR WRITTEN 
PERMISSION OF CONNECT TECH INCORPORATED. ALL 
RIGHTS TO DESIGN OR INVENTION ARE RESERVED.

ASSEMBLY & TEST PROCEDURE:
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TC/JW

HDMI Female to FCI Minitek 20P 
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ECN DATE APPROVEDREV.

REVISIONS

DESCRIPTION

Assembly Notes

1. Determine which Raw Cable Variant you have
 a. Verify UL/CSA Text Matches Drawing
 b. Check Connectivity of Pairs 1, 2, 3 to Validate Colours
2. Cable is made from RoHS compliant components, must be HDMI compliant and wires must be 26-30 AWG
3. P1- Any HDMI Female Panel Mount connector/cable equivalent can be used including:
 - Startech PN: HDMIPNLFM3 << Preferred Cable (Colour Matching on Left)
 - Adafruit PN: 978
 - Cable Leader PN: HM112-1203
 - L-com PN: PMHDMF-0.5
3. P2 - Must use a FCI PN:  along with required FCI crimps PN:7713810073599-020LF connector,
4. Two twists per pair are required at P2 end of cable

Pinout

P1 (19P HDMI F) P2 (20P MINITEK)

325mm

HDMI Female
Panel Mount Connector

heat shrinkHDMI CableLabel

1 2

19 18

CBG145
CTIC-00461
REV 0.05

HDMI Cable Instructions - 5 Pair Cable C

CN1 Wire CN2

1 Brow n 1

3 White  (Brow n Pr) 3

2 Black (Brow n Pr) 5

4 Blue 7

6 White (Blue Pr) 9

5 Black (Blue Pr) 6

7 Red 13

9 White  (Red Pr) 15

8 Black (Red Pr) 11

10 Green 2

12 White (Green Pr) 4

11 Black (Green Pr) 12

16 Orange 8

15 Yellow 10

17 Black (Orange) 16

19 White (Orange) 14

13 (Orange) N/C 17

14 (Orange) N/C 18

18 Red 19

Red 20

FCI MiniTek 20-pin
Active Latch Housing

10073599-020LF

oE238846(UL) TYPE CL2 75 C 28AWG ----
o oAWM 20276 80 C 30V VW-1 CSA223912 80 C 30V I/II A

RoHS COMPLIANT High Speed HDMI Cable with Ethernet

0.03

0.04

0.05

Fixed Label Details on Cable

Added New Cable Variants

Updated Cable C Variant

TC

TC2017-09-12

2021-02-08

2016-03-11

JW

0.06 Updated Cable D Variant 2021-11-02 JW

0.07 Updated Cable E Variant 2021-12-01 JW
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HDMI Female to FCI Minitek 20P 
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REVISIONS

DESCRIPTION

Assembly Notes

1. Determine which Raw Cable Variant you have
 a. Verify UL/CSA Text Matches Drawing
 b. Check Connectivity of Pairs 1, 2, 3 to Validate Colours
2. Cable is made from RoHS compliant components, must be HDMI compliant and wires must be 26-30 AWG
3. P1- Any HDMI Female Panel Mount connector/cable equivalent can be used including:
 - Startech PN: HDMIPNLFM3 << Preferred Cable (Colour Matching on Left)
 - Adafruit PN: 978
 - Cable Leader PN: HM112-1203
 - L-com PN: PMHDMF-0.5
3. P2 - Must use a FCI PN:  along with required FCI crimps PN:7713810073599-020LF connector,
4. Two twists per pair are required at P2 end of cable

Pinout

P1 (19P HDMI F) P2 (20P MINITEK)

325mm

HDMI Female
Panel Mount Connector

heat shrinkHDMI CableLabel

1 2

19 18

CBG145
CTIC-00461
REV 0.05

HDMI Cable Instructions - 5 Pair Cable D

CN1 Wire CN2

1 Red 1

3 White  (Red Pr) 3

2 Black (Red Pr) 5

4 Green 7

6 White (Green Pr) 9

5 Black (Green Pr) 6

7 Blue 13

9 White  (Blue Pr) 15

8 Black (Blue Pr) 11

10 Brow n 2

12 White (Brow n Pr) 4

11 Black (Brow n Pr) 12

16 Orange 8

15 Yellow 10

17 Black (Orange) 16

19 White (Orange) 14

13 (Red) N/C 17

14 (Orange) N/C 18

18 White 19

White 20

FCI MiniTek 20-pin
Active Latch Housing

10073599-020LF

oE238846(UL) TYPE CL2 75 C 28AWG ----
o oAWM 20276 80 C 30V VW-1 CSA223912 80 C 30V I/II A

RoHS COMPLIANT High Speed HDMI Cable with Ethernet
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0.04

0.05

Fixed Label Details on Cable

Added New Cable Variants

Updated Cable C Variant

TC

TC2017-09-12

2021-02-08

2016-03-11

JW

0.06 Updated Cable D Variant 2021-11-02 JW
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REVISIONS

DESCRIPTION

Assembly Notes

1. Determine which Raw Cable Variant you have
 a. Verify UL/CSA Text Matches Drawing
 b. Check Connectivity of Pairs 1, 2, 3 to Validate Colours
2. Cable is made from RoHS compliant components, must be HDMI compliant and wires must be 26-30 AWG
3. P1- Any HDMI Female Panel Mount connector/cable equivalent can be used including:
 - Startech PN: HDMIPNLFM3 << Preferred Cable (Colour Matching on Left)
 - Adafruit PN: 978
 - Cable Leader PN: HM112-1203
 - L-com PN: PMHDMF-0.5
3. P2 - Must use a FCI PN:  along with required FCI crimps PN:7713810073599-020LF connector,
4. Two twists per pair are required at P2 end of cable

Pinout

P1 (19P HDMI F) P2 (20P MINITEK)

325mm

HDMI Female
Panel Mount Connector

heat shrinkHDMI CableLabel

1 2

19 18

CBG145
CTIC-00461
REV 0.05

HDMI Cable Instructions - 5 Pair Cable E

CN1 Wire CN2

1 White (Green Pr) 1

3 Green 3

2 Black (Green Pr) 5

4 White (Orange) 7

6 Orange 9

5 Black (Orange) 6

7 White (Brow n Pr) 13

9 Brow n 15

8 Black (Brow n Pr) 11

10 White  (Blue Pr) 2

12 Blue 4

11 Black (Blue Pr) 12

16 Green 8

15 Blue 10

17 Black (Yellow ) 16

19 Yellow 14

13 Purple 17

14 White (Yellow ) 18

18 Red 19

Red 20

FCI MiniTek 20-pin
Active Latch Housing

10073599-020LF

oE238846(UL) TYPE CL2 75 C 28AWG ----
o oAWM 20276 80 C 30V VW-1 CSA223912 80 C 30V I/II A

RoHS COMPLIANT High Speed HDMI Cable with Ethernet

0.03

0.04

0.05

Fixed Label Details on Cable

Added New Cable Variants

Updated Cable C Variant

TC

TC2017-09-12

2021-02-08

2016-03-11

JW

0.06 Updated Cable D Variant 2021-11-02 JW

0.07 Updated Cable E Variant 2021-12-01 JW
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